
FITTINGS NEUMÁTICOS

AIR BRAKE RUBBER HOSE
MALE CONNECTOR WITH
SPRING GUARD

* Imágenes referenciales
** Algunas características pueden variar sin previo aviso, venta sujeta a stock
disponible

FECHA

: 10/19/2026 06:25 AM

SKU

: 22850

MARCA

: DIXON VALVE

MODELO

: 68RBSG-0808

Applications:

For use with SAEJ1402 air brake hose in making hose assemblies 

Specifications:

Will meet D.O.T. FMVSS 571-106 standards when used with SAE J1402 Air

Brake Hose 

Installation

Slide nut onto hose

Slide sleeve onto hose with tapered edge toward fitting body

Firmly bottom the hose into fittings

Screw nut onto body until it contacts the fittings body's hex

Safety notes:

WARNING: Cancer and Reproductive Harm- www.P65Warnings.ca.gov

ESPECIFICACIONES TÉCNICAS

Factory Part Number 68RBSG-0808Factory Part Number 68RBSG-0808

Hex 1-1/4"Hex 1-1/4"

Hose Size 1/2"Hose Size 1/2"

ID .397"ID .397"

Length 5.25"Length 5.25"

Material Brass Alloy 360Material Brass Alloy 360

Maximum Operating Pressure 225 PSIMaximum Operating Pressure 225 PSI

Temperature Range -50°F to +212°F (-45.5°C to +100°C)Temperature Range -50°F to +212°F (-45.5°C to +100°C)

Thread PipeThread Pipe
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FITTINGS NEUMÁTICOS

ESPECIFICACIONES TÉCNICAS

Thread Size 1/2"Thread Size 1/2"

Weight Lb 0.0700Weight Lb 0.0700
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